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Apex
Modular Digital Door Entry System

Overview
The Apex Door Entry System is the latest concept in its ®eld. This modular system 
can provide a solution for all block con®gurations and can be supplied ̀ concierge 
ready' for present or future use. The Apex system can provide one controller for all 
applications, functional systems, digital systems, deck access systems through to 
Entronet 3000 concierge systems, with the options of both audio and twisted  
pair video.

Low Rise Applications
Entrotec's Elite system is suitable for smaller low rise applications, however, the 
Apex functional systems provides a solution for low rise applications when more 
than 2 doors and 16 audio or video handsets/apartment stations are required. 
An LCD text message display unit is available on the door panels, and the Apex 
system is concierge ready for present and future use. The system can operate up 
to 16 doors.

Deck Access Applications
Apex can be installed as a digital system and expanded to a deck access system at 
time of installation or at a later date. When the system is installed as a deck system, 
unlimited speech paths can support both functional or digital deck call panels 
complete with LCD displays.

High Rise Applications
The digital system can provide a system for high rise applications for over 3000 
audio handsets, video handsets or apartment stations. The system can support  
up to 16 main entrances which can be a combination of both digital or functional 
call panels.

Concierge Ready
Apex can be installed as a concierge ready system by initially providing residents 
with handsets that include a ̀ Call Back' button. With the addition of a Concierge 
Switching Unit (CSU) into the controller enclosure the Apex system  
integrates seamlessly with EntroNet 3000, Entrotec's latest  
concierge system.
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Apex Door Panels
�t  12swg, 2.5mm marine grade stainless steel conforming to BS1449, type 316 

as standard

�t   Pressure sensitive buttons that have no moving parts and have been tested to 
50,000,000 operations

�t Audio visual display units display systems status

�t Proximity readers and cameras can be incorporated

�t Up to 4 characters, numeric or alpha/numeric on digital call panel displays

�t DDA features can be added as an option, i.e. yellow rings on buttons

�t  Braille - numbering with lead-in character, call and cancel, full operating 
instructions and block names

�t Logos

�t 6mm engraving as standard in black

�t  Engraving sizes up to 25mm for block names, etc. is available in blue, green, 
yellow and red

�t  Standard DDA keypad layout on digital panels incorporating a pimple on 
engraved number 5 button

�t Coded access available as an option

�t  Voice annunciator and motion detector optional

�t  Special DDA panels with 25mm embossed numbers available

�t  Engraved instructions in variety of languages

�t  Multicom one-button call panels for resident's individual front doors can be 
added and wired in line to handset

Choice of Room Terminals
The Entroview 100 colour video handset is the result of extensive research. 
It is manufactured from white high impact ABS plastic and contains a 4º LCD 
TFT screen which provides a wide ®eld of view and high de®nition image. 
Adjustments of video settings and call tone volume are easily accessible. 
Illuminated door release and a timed privacy button.

Desk mount also available.

The Entroview 600 audio apartment station has all the features of an ED4 
handset, along with resident adjustable call tone volume.

The Entroview 500 Colour Video Apartment Station has all the features of the 
Entroview 100.

�t   Surface/¯ush mount

�t   4º LCD TFT high de®nition screen

�t   Illuminated Talk, timed privacy door release and call back buttons

The Entroview 100 and 500 are available with a black fascia as standard and are 
also available in a variety of colours. Corporate identities can be catered for with 
your speci®c coloured fascia and your logo on the door entry panels.
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Flashing beacons, sounders and inductive couplers can be incorporated into the 
system for the hard of hearing and partially sighted. Inductive couplers  
can also be ®tted into the handsets for use with hearing aids when  
set in the T position.

ED Range of Handsets
ED1, ED3 and ED4 handsets are manufactured in white and black high impact 
ABS plastic.

�t  Duplex high quality speech

�t   Secrecy of conversation

�t Distinctive calling tone

�t Privacy switch with LED indication (not ED1)

�t Timed privacy with adjustable timer from 5 minutes to 8 hours (ED4 and ED9)

�t Latching privacy On/O! switch on ED3

�t  Door monitoring LED indication

�t Large 20mm lock release button

�t Adjustable call tone (ED6 and ED9)

�t  Facility for adding inductive couplers, ¯ashing beacons, extension sounders 
and additional handsets

Apex Controller
�t  Up to 16 functional or digital doors per controller

�t  Screwless terminals for easy wiring

�t  Upgradable software for future applications

�t  Concierge ready

�t  Marshalling boards available in combinations of 8 way boards

�t  Individual fuse protection handset ports with plug in connections for ease of 
maintenance

�t  System continues to operate if one handset is damaged

�t  Twisted pair video ampli®ers and switches

�t  Alarm inputs

�t Anti tailgating facility

�t  Fully adjustable lock release times, call tone times, call up times, speech times 
and panel reassurance volume controls

�t  System operation LED indication for systems status and diagnostics

�t  BST/GMT trade clocks

�t  Switch mode power supply units, various sizes depending on system 
requirements for 50 to 1500 watt

�t  Incoming main supply protected by 6 amp MCB

�t  Low cabling and containment
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Entrotec door entry systems are renowned for their reliability and have  
a 2 year warranty on all Entrotec manufactured products as standard.  
This warranty does not cover water damage, vandalism, mains  
electrical problems/faults, lightning strikes, cable faults  
and remote PC faults.

Vandal resistant lift camera
�t  Colour camera (12VDC)

�t  12swg 2.5mm 316 marine grade stainless steel

�t  With or without audio connections

�t  Connection to EntroNet 3000 concierge system

�t  Standalone power supplies can be supplied

Choice of Door Releases
A variety of push to exits are available with timed exit or a mechanical break 
supply to the lock release or magnetic lock supply.

�t  Single or double pole versions available

�t  Architrave, ¯ush or service ®tted

�t  Stainless steel front plate with 19 or 25mm buttons

�t  Stainless steel or Zintex powdered coated surface mounted back boxes 
available

�t  Standard or emergency exits types

�t  Single or double buttons combined units available

A variety of ®reman switches are available with timed exit or version to 
mechanically break supply to the lock release or magnetic lock supply.

�t  Single or double pole versions available

�t  Flush or surface ®tted

�t  Overlap or bezelled back boxes

�t  3 section switch with separate stainless steel front plate switch assembly and 
back box to avoid key and cable fouling

�t  Stainless steel or Zintex powdered coated surface mounted back boxes 
available

Entrotec can provide various electric lock releases and magnalocks.


